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t is the short pipe that casted from high quality bronze, to prevent it from rusty 
throughout the period of usage. It used for apply with the elbow, in order to holding 
the water meter in the place to avoid toppling or removing after the installation. It 
can apply with the size from 1/2”-1.1/2” It is used as a standard set of water meter 
installation of the Metropolitan & Provincial Waterworks Authority and other 

Model Size Quantity per box A B C D E F

GV 15 A 1/2" 10 46 PT 1/2" 15 97 55 28

GV 20 A 3/4" 10 47 PT 3/4" 20 108 55 34

GV 25 A 1" 5 56 PT 1" 25 125 60 38

GV 40 A 1.1/2" 5 67 PT 1.1/2" 40 167 75 57

GV 50 A 2" 5 78 PT 2" 50 202 80 68

GV 65 A 2.1/2" 1 94 PT 2.1/2" 65 256 110 82

GV 80 A 3" 1 107 PT 3" 80 295 110 96

GV 100 A 4" 1 115 PT 4" 100 360 145 125

ชิ้้�นส่ว่น วัส่ดุุ

1. BODY BRASS

2. BONNET BRASS

3. STEM BRASS

4. DISC BRASS

5. PACKING NUT BRASS 

6. GLAND BRASS 

7. GLAND PACKING TEFLON

8. LOCK NUT STEEL

9. HANDWHEEL CAST IRON

10. NAME PLATE ALUMINIUM

11.  O-RING NBR

12. RING SCREW BRASS

ประตููน้ำำ�� DZR อ�ตู�โก้้ 
ประตููน้ำำ��ทองเหลืือง DZR คุุณภ�พสููง ใช้้เพื�อคุวบคุุมก้�รปิดเปิดของน้ำำ�� เหม�ะกั้บก้�รใช้้ง�น้ำใน้ำระบบประป�
ตัูวผลิืตูภัณฑ์์ทำ�จ�ก้ทองเหลืือง DZR ซ่ึ่�งเปน็้ำทองเหลืืองเก้รดพรเีมียม ทน้ำก้�รก้ดัก้ร่อน้ำท�งเคุมไีด้สููงสู�ม�รถใช้้ง�น้ำ
ได้ย�วน้ำ�น้ำก้ว่�ทองเหลืืองธรรมด�ใช้้เทคุโน้ำโลืยีก้�รผลิืตูแบบป๊� มร้อน้ำข่�น้ำรูป (Hot Forging)  สูำ�หรับขน้ำ�ด 1/2” – 2” 
แลืะแบบหลือ่แรงดัน้ำตูำ�� (Low Pressure Die Casting) สูำ�หรับขน้ำ�ด 2.1/2” – 4” ทำ�ให้เนื้ำ�อง�น้ำแน้ำน่้ำลืะเอยีดปร�ศจ�ก้
ตู�มด หมดโอก้�สูใน้ำก้�รเก้ดิรอยรั�วซ่ึ่ม สิูน้ำคุ้�ได้รับก้�รรับรองม�ตูรฐ�น้ำผลืติูภัณฑ์์อุตูสู�หก้รรม (มอก้.ชั้�น้ำคุุณภ�พ 
C10) รวมถ่งได้รับก้�รไว้ว�งใจเลืือก้ใช้้จ�ก้ก้�รประป�น้ำคุรหลืวงแลืะก้�รประป�สู่วน้ำภูมิภ�คุม�อย่�งย�วน้ำ�น้ำ ประตููน้ำำ��
ทองเหลืือง DZR ทุก้ชิ้�น้ำได้ผ่�น้ำก้�รทดสูอบก้�รรั�วซ่ึ่มก่้อน้ำออก้จำ�หน่้ำ�ย 

Materials วัส่ดุุ

Dimension มิต้้ิ (mm.)

ATACO Gate valve DZR 
Gate Valve DZR is a high-quality product, it functions for controlling water, which is suitable for waterwork 
system. The product is made of DZR brass, the premium grade of brass that enhance the resistance of 
chemical corrosion than the typical brass. High technology is used in production to make a better smooth 
appearance without any tiny holes, no chance of leakage (Hot Forging for 1/2” – 2” and Low Pressure 
Die Casting for 2.1/2” – 4”).  The product is certified by Thai Industrial Standard (TIS, Class C10). Besides, 
It has been selected from both Metropolitan and Provincial Waterworks Authorities for long time. Every 
single pieces of Gate Valve DZR has been tested for leakage before distributed. 
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Gate Valve

 (mm.)

Model Size A B C D E FQuantity per box

Part Material

ประตููน้ำำ�� (Gate Valve)

TIS 431-2529
มอก.431-2529


